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The Ajax range of Horizontal Borers bring back the tradition of using a horizontal borer

to machine many different aspects of any job with milling, drilling, boring and facing,

big and small.

Features include powered rotary table, power drawbar, power feed and rapids to all axis,

DRO options, optional tail stock, pendant control, telescopic slide way covers, power

clamping, automatic lubrication, pre-select speed changes and heavy duty construction.



MODEL AJHB 110/1 AJHB 110/2 AJHB 110/3 AJHB 130/1 AJHB 130/2
Spindle Dia(mm) 110 110 110 130 130

Spindle Taper MT 6 MT 6 BT 50 BT 50 BT 50

Spindle Travel(mm) 600 600 600 900 900

Table Size (mm) 1,100 x 960 1,100 x 960 1,250 x 1,100 1,600 x 1,400 1,800 x 1,600

Cross Travel (mm) 900 1,250 1,600 1,600 2,000

Long Travel (mm) 1000 1,000 1,400 1,500 1,500

Vertical Travel (mm) 900 900 1,200 1,400 1,800

Number of Speeds 22 22 22 24 24

Spindle Speeds (Rpm) 8-1,000 8-1,000 8-1,000 4-800 4-800

Max Table Loading 2,500 kgs 2,500 kgs 3,000 kgs 8,000 kgs 10,000 kgs

Travel of Facing Slide 180mm 180mm 180mm 250mm 250mm

Main Spindle Motor 7.5 kw 7.5 kw 7.5 kw 15 kw 15 kw

Weight of Machine 11,500 kgs 12,500 kgs 18,000 kgs 24,000 kgs 25,550 kgs

TECHNICAL SPECIFICATIONS
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